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Foxhangers Boating Holidays  
Office Hours: - 
Telephone: 01380 828795  
Hours: Mon ð Fri: 08:00 ð 18:00 
 Sat: 09:00 ð 17:00 

 
 

Local NHS Minor Injury Units  
 
Trowbridge  
Community Hospital 
Adcroft Street,  
Trowbridge, BA14 8PH 
Telephone: 01225 711300 
Open: 07:00ð23:00 seven days a week 
 
Chippenham  
Community Hospital 
Rowden Hill,  
Chippenham, SN15 2AJ 
Telephone: 01249 447100 
Open: 07:00ð23:00 seven days a week 
 
Bath Urgent Care  Centre  
Combe Park 
Bath, BA1 3NG 
Telephone: 111 
Open: 24 hours, 7 days a week 
                  
Bristol Minor Injuries Unit  
Southmead Hospital 
Southmead Road, 
Westbury-on-Trym, BS10 5ND 
Telephone: 0117 4145100 
Open: 24 hours 7 days a week 
 
West Berks Community Hospital  
Benham Hill 
Thatcham, RG18 3AS 
Telephone: 01635 273300 
Open: 10am ð 10pm 7 days a week 
 
 
 

NHS 111 ð Dial 111 from mobiles and landlines ð 24-hour service for all  
non-emergency medical enquiries  

                    non-emergency medical enquiries  
 
 

Local A&E Departments : 
 
Bath 
Royal United Hospital, Combe Park, BA1 3NG Telephone: 01225 428331 
 
Swindon 
Great Western Hospital, Marlborough Rd. SN3 1ED Telephone: 01793 604020 
 
Bristol  
Bristol Royal Infirmary , Upper Maudlin St.  BS2 8HW Telephone: 01179 230000 
 
Reading 
Royal Berks Hospital, Craven Rd. RG1 5AN Telephone: 0118 322 5111 

Doctor Surgeries:  
Here are some local surgeries in the area, for other s please call NHS 111 
 
Southbroom Surgery, The Green, Devizes SN10 1LQ  Tel: 01380 719959 
 
St Margaret's Surgery, Bradford -on-Avon BA15 1BY  Tel: 01225 866611 
 
Newbridge Surgery, Newbridge Hill, Bath BA1 3PT  Tel: 01225 425807 
 
Pewsey Surgery, High Street, Pewsey SN9 5AQ  Tel: 01672 569990 
  
Hungerford Surgery, The Croft, Hungerford  RG17 0HY  Tel: 01488 682507 
 
Northcroft Surgery, Northcroft Lane, Newbury  RG14 1BU  Tel: 01635 31575 
 
 
 
 

Out of Hours Call -out: -  
Telephone: 07808 646 873 
Hours: Mon - Fri: 07:00 ð 08:00 and 18:00 ð 20:00 

Sat: 07:00 ð 09:00 and 17:00 ð 20:00 
Sun: 07:00 ð 20:00 
 

Alternate number if no response: 07808 646  872 

Police for all non -emergency calls ð 101 
 
All local police forces use the 101 
service ð these are:  

Wiltshire Constabulary  
Avon & Somerset Police 
Thames Valley Police  

 
Crimestoppers - 0800 555 111 
 
 
 
 

Environment Emergencies:  
Canal & Rivers Trust emergency helpline - 0800 47 999 47 
To report non -medical emergencies like dangerous hazards on the canal or 
water escaping 
 
Environment Agency - 0800 807 060 
To report pollution or fish in distress  
 
Wiltshire Wildlife Hospital - 07850 778752 
Local service to report injured swans (call the number before the RSPCA)  
 
RSPCA - 0300 1234 999 - to report animals or birds in distress  
 
Canal & River Trust ð 0303 040 4040 - if you have any enquiries about the 
Kennet and Avon Canal 
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Welcome aboard  Foxcub 

 
This folder contains all you should need to know about your boat, as well as information 
regarding locks, swing bridges, safety and local amenities .  
 
You should already have filled out and handed in your Customer Competency Form, Customer 
Log Sheet and a Boat Acceptance Certificate to one of our handover team .  If not, please 
inform a member of Foxhangers staff straight away . 
 
Return time:  Please make sure that your boat is return ed to our wharf in plenty of time so 
that you are able to  VACATE Foxcub by 11am at the latest  on your final day.  This enables 
us to make the most of our short turn -around period and helps ensure that the next customers 
are able to start their holiday on time.   
Early return:  should you wish to  vacate on a Sunday when Foxhangers Wharf is not staffed, 
please make sure all electrical and mechanical equipment is turned off, all sliding windows 
are closed and doors are locked.  Please leave the boats keys in a rear locker by the stern 
door either wi th the windlasses & mooring pins or in the gas locker  dependant on the boat 
style. Remember the code to car  park exit gate will be included on your welcome aboard 
letter and also written on your handover acceptance certificate . 
 
You must notify Foxhangers Canal Holidays immediately of any problems with the equipment 
onboard so that they can be rectified.  
 
PLEASE NOTE in line with our Terms and Conditions we reserve the right to make the 
following additional charges:  
 

¶ Late arrival for specified handover £50. 00 per hour or part thereof  

¶ Late return and hand  back of the boat  £100.00 per hour or part thereof  

¶ Cleaning surcharge £60.00 per hour or part thereof  

¶ Evidence of smoking on board £100.00 

¶ Inappropriate behaviour during the hire period £250.00  

¶ Damage to the skeg (steering gear) up to £500.00 excess 

¶ Recovery of abandoned boat to Foxhangers premises £200.00 per hour or part 
thereof plus compensation fees apply 

 
If you are unsure about anything mentioned in this manual, please do not hesitate to  ask. 
 

Your co -operation is very much appreciated.  

We hope you enjoy your holiday.  
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BOAT SAFETY 
 

Skipperõs Responsibilities: 
Above all else, the skipper is responsible for the safety of the crew and vessel.  This 
includes travelling at a safe and considerate speed, particularly in the vicinity of moored 
vessels. Ensuring that the boat is moored between the hours from Dusk until Dawn  ð hire 
boats are not permitted to travel during these hours.  
 

Always keep your crew informed. One of the most frustrating things for a crew member is 
not knowing the skipperõs plan and/or what the skipper wants them to do. A few moments 
spent explaining your intentions to your crew will make them feel at ease, even if the plan 
has to change later due to an unanticipated  turn of events.  
 

Make sure crew members are aware of the locations for safety equipment.  
 

People on deck:  
Please adhere to these guidelines to ensure the safety of your group:  

¶ Donõt let crew members other than the steerer  stand or sit in the way of the tiller, 
this could result in someone being pushed overboard by the tiller, or prevent the 
steerer  from being able to control  the boat safely  

¶ Nobody should be permitted on the roof of a moving boat and children should  never 
be allowed at any time  

¶ Donõt let small children move around the boat unsupervised, always be aware of  
where they are  and what they are doing  

¶ Be aware of the dangers of ropes and other objects left lying on deck, they can easil y 
be tri pped over and possibly cause somebody to go overboard 

 

...............................................................................................................  
 

Falling Overboard:  
Please take care when moving about on deck.  Apart from a risk of drowning, you could also:  

¶ Be dragged into a moving propeller  

¶ Be crushed between the boat and another object  

¶ Be at risk of infection from the water  
 

What you should do to avoid this:  

¶ If the boat is going to collide with something , the steerer  should alert the crew  

¶ Always use the grab rail  

¶ Keep your boat tidy (including ropes)  

¶ Try to step  ashore (not jump) when the boat is mooring  

¶ Ensure you wear non-slip deck shoes at all times  

¶ Make sure windlasses, mooring stakes, lump hammer and anchor are stowed safely 
. ..............................................................................................................  
 

Fire Extinguishers:  
There are fire extinguishers on board as well as a fire blanket in the galley.    
A diagram of the boat is provided at the ba ck of this manual which shows the location of 
the fire e xtinguishers and the f ire blanket plus the emergency escape routes. 
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You should also adhere to  the following fire safety advice:  

¶ Work out a ôfire action planõ amongst yourselves in case of emergency and 
ensure everyone knows their nearest exit.  Work out a ôfire action planõ 
amongst yourselves in case of emergency and ensure everyone knows their 
nearest exit.  

¶ Do NOT use candles they are a common cause of fires on board boats.  Other 
common causes of fires are tea towels  and other loose items being left too 
close to a hob ring and of course smoking. We have a strict no smoking 
policy onboard.  

 

First Aid Kit and Instruction Book:  
There is a First Aid Kit and instruction book kept on board for emergency use.  
Please ensure all crew members are aware of its location.  
 

................................................................................ ...............................  
 

Buoyancy Aids / Lifejackets:  
In line with instructions set out in the British Marine Federationõs Hire Boat Handover 
Procedures, a Buoyancy Aid/Lifejacket will be provided in the following circumstances:  
 

a) Required that all children under the age of 16 be provided with a buoyancy aid.  
 

b) Required that  non-swimmers aboard a boat before 31 March or after 30 September 
be provided with a buoyancy aid in recognition of the temperature of the canal 
water.  
 

c) Required at any time of year, non -swimmers and those with no experience of canal 
boats, be provided with a buoyancy aid when they are aboard a boat, which we are 
informed intends to cruise the River Avon.  
 

d) Encouraged that all other crew members on board a boat that intends to enter the 
River Avon to take a buoyancy aid and wear it whilst the boat is on the river.  
 

e) Recommend that all hirers take a buoyancy aid for each crew member if they intend 
to navigate the Bruce Tunnel on the eastern K&A.  Due to dark nature of tunnels 
there is considerable increased risk to anyone falling overboard.  

 
We remain ready to issue a buoyancy aid to any person outside of the above groups wishing 
to wear one and will ensure all people boarding our hire boats are offered a buoyancy aid.  
 
Where a person provides their own buoyancy aid/life jacket, we will not insist  that they 
take one of ours, however  we cannot not accept any responsibility as to the ir suitability.  
 

...............................................................................................................  
 

Life -ring:  
The life ring on this boat is located on the roof.   In an emergency situation,  
when a person has fallen into the water, before you throw the life ring,  
make sure the line is attached to the boat and that you aim in front of the  
person in the water and NOT directly at them.  
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UTILITIES ON BOARD 

Gas: 
Gas is only used by the cooker - two gas cylinders are carried in the gas locker(s) on all our 
boats.  One cylinder will normally be sufficient for several weeks use, however it may 
become necessary to change cylinders during your trip .  

 

 
 

Changing Gas Cylinders : 
 
If you do need to change a gas cylinder, please be aware that all gas cylinder connections 
have a left -hand thread.  Please refer to individual boat details below before commencing.  
 
First, c lose the valve on the empty cylinder by turning the knob on the top fully clockwise.  
Then using the gas spanner supplied in the locker, unscrew the connection from the gas 
cylinder.  NOTING that the cylinder has a left -hand thread so unscrews (clockwise) and 
tightens (anti -clockwise) in the opposite direction to a normal thread . On completion, 
always ensure this nut is tight before turning the gas on by rotating the knob fully anti -
clockwise.  
 
Close the valve on the top of the empty  cylinder by turning it fully clockwise, before 
following the instructions above. Swap the connecti on onto the spare  cylinder.  
...............................................................................................................  
 

Carbon monoxide & Smoke Alarms : 
All boats are fitted with Carbon monoxide & smoke alarms. Please refer to appendix VIII  
...............................................................................................................  
 

Fresh Water:  
A storage tank for water is located under the front deck and refilled through a blue filler 
cap. It is advisable to refill daily for normal use , the location of water filling points along 
the canal are shown in Nicholson guide provided .  A hose-pipe is stored in the locker on 
deck. You may need the BWB/CRT key from on the hook at the front of the cabin to access 
the water point.  If you notice air spluttering though the taps and/or the water pumps 
located just inside the forward doors, continually running i t means the water tank is empty.  
It is IMPORTANT to then switch off the water pumps  as they could burn themselves out if 
left running dry . The on/off switch (es) is/are  labelled and located either in the kitchen or 
in the fuse box near the stern door  to th e rear deck. Please note that it would be very 
much appreciated if the boat is returned with the water tank as  full as possible ð due to 
the size of our fleet and limited water pressure on our wharf, we often struggle to get 
all the boats filled on a busy turn around day in time the next customers.  
...............................................................................................................  
 

IN AN EMERGENCY 
CLOSE THE GAS 
VALVES ON THE 

TOP OF EACH GAS 
CYLINDER 
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Hot Water:  
Water is heated on the boat either by the engine running or by heating. To provide  enough 
for a shower, the engine needs to be running for about an hour. Therefore, it is sensible for 
members of the crew to shower at different times during the day, whilst cruising ð rather 
than everybody trying to shower either in the morning or evening . 
...............................................................................................................  
 

Electrical Power:  
The boatõs electrical  power is stored in batteries and is replenished  by running the engine.   
 

Whilst running the engine, power is transferred into large 12 -volt batteries situated in the 
engine bay, these batteries then supply electricity  to the domestic appliances on board.  It 
is essential  to run the engine for at least 5 hours everyday , this will enable your batte ries 
to provide enough power during the evening for use of the television, refrigerator, central 
heating and interior lighting.  If you have not cruis ed for that duration on a particular day , 
you will need to  run the engine whil st moored, with the gear lever in neutral and the engine 
running at a fast-idle  speed (1200-1400 rpm). Even if the domestic batteries get very low 
you should always be able to start the main engine as it has a separate battery . You must 
not run the engine whilst mo ored before 08:00 or after 20:00 if you are near other craft or 
houses.  During cooler evenings, if you are staying on board you will use more power by 
using lights, televisions, heating etc.  It is then recommended that you run the engine for 
an hour between 19:00 and 20:00. 
 
...............................................................................................................  
 

Ancillary Switches:  
Switches for the Horn, Headlight (only needed for tunnels) and to manually operate the 
bilge pump (in the event of the automatic switch failing) are located within easy reach of 
the steerer.  
......................................................................... ......................................  
 

Diesel:  
NEVER take on fuel without Foxhangers permission.  The boatõs tank will be full on your 
arrival and this will be sufficient for  up to a fortnight  holiday.  If your trip is for longer than 
2 weeks take the advice of Foxhangers for a suitable location to refuel if deemed necessary.   
...............................................................................................................  

Central Heating:  
There are radiators located in each cabin, the heate r control is located in the rear cabin, 
see 'Heater Control' appendix 2. When the heater is turned on, it will take around fifteen 
minutes for warmth to be felt in the radiators. When the main engine is off and therefore 
not charging the batteries, please note that the heater will not run continuously for more 
than 3 to 4 hours (even when the battery is fully charged). Therefore, please remember to 
turn off the heating before you leave the boat or go to bed.  
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APPLIANCES ON BOARD 

 

Refrigerator:  
An on/off switch is located on the switch panel OR in the galley  as demonstrated during 
your handover.   There is a rotary control  located in side the refrigerator , which should be 
set between 3 and 4 to control the  temperature.  When the light  located above the fridge 
door is flashing, it indicates a low battery warning which means that the refrigerator has 
switched-off  and the temperature inside will slowly rise, in order to rectify this, start the 
engine to charge the batteries.  Please bear in mind the restriction on running the engine 
between 20:00 and 08:00 when moored near other boats or houses.  
...............................................................................................................  
 

Television:  
To receive a TV signal, turn the aerial booster to the on position ( bear in mind that signal 
strength does vary along the canal and especially in the Avon valley), and that you may need 
to re -tune the TV as you move to different locations along the canal ; for instructions  please 
refer to  the manual  in the appendix of this folder . 
...............................................................................................................  
 

Radio/CD Player:  
This is a standard car type Radio/CD player, again the signal strength can vary depending 
on your location.  Some of our boats are fitted with a  signal amplifier  which will need to be 
turned on. T o re-tune radio frequencies see the instruction manual  in the appendix . 
................. ..............................................................................................  
 

Cooker:  
The cooker is fitted with a push button igniti on system.  There is a glass lid over the hob 
that must be in the upright position  in order for any of the  burners to ignite. Therefore,  
please ensure that you gently push the lid back until  it  is in the  fully open position  before 
trying to light any of the burners (including the grill and oven) .  After use please return the 
lid to the closed position.   Failure to follow this procedure will give the impression that you 
have RUN OUT OF GAS ð in practice, you probably havenõt so please check that THE LID IS 
PUSHED ALL THE WAY BACK ð the valve is very sensitive!  
................................... ............................................................................  

 

Microwave (Silver Fleet):  
Use of the onboard microwave requires the inverter to be turned on and due to the power 
required, the main engine should be run if the microwave is being used for more than a few 
minutes. Remember to turn off the inverter when it is no longer required.  
...............................................................................................................  
 

Onboard Hairdryer (Suppli ed):  
The supplied hairdryer is designed to work with the boats electrical system, however, due 
to the high power required; you should ensure the engine is running whilst using it, in order 
to maintain charge in the batteries.  

PLEASE DO NOT USE YOUR OWN APPLIANCES WITHOUT OUR PERMISSION AS DAMAGE 
COULD BE CAUSED TO YOUR APPLIANCE AND/OR THE BOAT  
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TOILETS AND WASTE TANKS 

All toilet waste remains on board in storage tanks.  Each toilet has its own storage tank, and 
it will usually hold sufficient waste for a week õs cruise. 
 
For those boats equipped with two toilets, please try and use them both equally to alleviate 
the need for premature pump -out in one or the other.  
 
Toilet Advice  
1. Do not deposit sanitary products, nappies, disposable/flushable wipes, heavily  

quilted papers or any material based product into the toilet  
2. Please only use the toilet paper as issued and use paper sparingly 
3. Make sure the operating pedal  has returned to its original up right position after flushing  
4. It may be prudent to release the pedal  quickly  from the bottom of its travel so that it 

closes firmly to ensure that the valve has completely closed; otherwise the toilet will 
continue to flush and fill the tank with fresh water, possibly overflow and flood the boat!  
Please note that sometimes paper can stick inside the opening mechanism (between the 
tank and the bowl), this will mean the toilet is continually trickling water and eventually 
will  fill the holding tank  

5. If you are unable to flush away waste from the toilet bowl this is most likely due to  
the toilet being blocked or the tank being full.  If this has occurred during your  
first week on board, it is most likely to be due to a blockage,  you will need to do  
the following:  
5.1.  Turn off the water to the toilet by either turning off the fresh water pump 

electrical switch or the  water  valve situated behind the toilet  
5.2.  Open the flush mechanism and push a stick down through the toilet until you  reach 

the bottom of the tank, this should immediately clear any blockage.  Blockages are 
usually caused by excess paper usage 

5.3.  Shine the on-board torch into the tank (which is not more than 12ó/30cm deep) to 
see the waste level  

 
If there is no blockage and the tank is definitely full ,  you will require an immediate pump -
out.  Telephone Foxhangers for advice on the procedure (contact details on page 1)  

 
NOTE: Foxglove and Foxcub have smaller holding tanks fitted.  For weekly breaks when more 
than 2 adults are on -board it is likely a pump -out will be required mid -way through the 
week. 
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PROPULSION ENGINE 
 

Engine Check:  
Before starting the engine each day , lift the deckboard (s) in the rear deck:  
 

¶ Make sure the engine is OFF and the keys are away from the ignition switch!  

¶ Find the stern tube greaser (made of brass and located above propeller shaft).  Turn  
the brass handle clockwise until you feel stiff er resistance, then turn it a further half  
turn . This will reduce the amount of water dripping from the pr opeller shaft into the 
engine bay.  It is also good practise to repeat the process at the end of the boating day  

¶ Check the oil level on the dip stick (coloured Red, located to one side of the engine) 

¶ Check engine header tank water level.  NEVER TOUCH THE ENGINE HEADER TANK CAP 
WHEN THE ENGINE IS WARM or HOT 

 
é............................................................................................................  
 
Starting  the Engine:  

¶ To start the engine, first press the button at the base of the engine control lever and 
push the lever half forward. This will dis -engage the propeller and open the throttle  

¶ Insert the ignition key in  the ignition switch, if starting from cold, pre -heat th e engine 
by holding the ignition  key in the heat/glow position for about 10seconds; then turn the 
key to the start position  

¶ When the engine starts, release the key and return the throttle lever  to upright position , 
where it will click in to the neutral posi tion . After running the engine for two minutes, it 
will be warm and ready for you to move off  

¶ Please ensure that the rev counter is reading, as this confirms that the batteries are 
being charged 

¶ To engage forward - push control lever forward.  Pu ll  lever backwards for reverse 
 
é............................................................................................................  
 

DO NOT GO FROM FORWARDS TO REVERSE DIRECTLY - PAUSE IN NEUTRAL FOR 
ABOUT 3 SECONDS ALLOWING THE SHAFT TO STOP TURNING AND PREVENTING 
DAMAGE TO THE GEARBOX. 
 
é............................................................................................................  
 
Stopping the Engine:  
To stop the engine put the control lever into neutral which will reduce the engine speed 
and then press & hold the stop button, a buzzer will sound  when the engine has stopped and 

reminding you to turn the ignition key to the central  (off)  position. DO NOT TURN THE 
KEY OFF BEFORE STOPPING THE ENGINE AS THIS MAY CAUSE ALTERNATOR 
DAMAGE 
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Engine (Continued)  
 

¶ ALWAYS monitor  the control panel regularly whilst cruising  and: 
  

¶ STOP IMMEDIATELY; if ignition buzzer continually sounds whilst engine is running  

¶ STOP IMMEDIATELY;  if water overheating light is on  

¶ STOP IMMEDIATELY;  if oil pressure light is on  

¶ CONTACT FOXHANGERS FOR ASSISTANCE (details on Page 1) 
 

...............................................................................................................  
 

Clearing the Propeller:  
If you find the boat is travelling slower than you feel it should be and the steering is 
responding poorly there is probably something fouling  the propeller. Try putting the engine 
into reverse (pausing for three seconds while in ne utral) and this will often do the trick; if 
the problem persists, find a spot on the towpath to pull in and moor .  
 

Note in autumn ôLeaf Ballingõ around the propeller can be a problem when travelling though 
sections of canal which have overhanging vegetati on and trees.  Fallen leaves become 
suspended in a ôballõ slowing the boat down , sometimes to near  a standstill.  The solution 
is to take the boat out of forward gear and gently engage reverse (after pausing in neutral) 
in order to clear the leaves from th e propeller.  This may need to be repeated every few 
minutes until a clearer stretch of water is reached.  
 

If the above fails to cure the problem and once the boat is securely moored:  
 

MAKE SURE THE ENGINE IS NOT RUNNING, THE IGNITION IS SWITCHED OFF 
AND THE KEY REMOVED 

 

Lift the rear deck cover in the centre of the boat - you will find a metal box with a red 
screw handle on the top.  Unscrew the handle and lift off the lid. Then you will have to 
reach inside the box to clear whatever is tangled around the propeller.  When replacing the 
cover, it is extremely important to e nsure you have a water-tight seal , otherwise  the 
propeller will th row water into the engine space.  Please test that no water is coming in 
before replacing the deck cove r by starting the engine and then engaging forward and 
reverse gears. Wash hands thoroughly afterwards.  
 

Failure to carry out this fundamental check after accessing the weedhatch, has in the 
worst cases, resulted in boats sinking.  

 

Speed limits:  
The maximum speed permitted  on our canals is 4mph .  If you are making waves or  creating 
a breaking wash, you are going too fast!  The most common complaint we receive about our 
customers is due to speeding. 
 
It is very important to consider moored boats and use a very slow speed when passing them, 
as passing at any more than tick -over can cause violent  movement and pull  out mooring pins 
due to the  wash created.  It is possible that someone on board the moored boat may be 
pouring boiling water and could be seriously injured by any sudden movement.   
 

In order to slow down, push throttle into reverse (go -astern) for a few seconds and then 
re-engage forward gear with very low revs.    
 

Other times to maintain a slow cruising speed would be: when approaching bends, junctions, 
locks, swing bridges and anglers - if there is danger ahead, or another boat, you wonõt have 
time to react safely if you are going too fast.  
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Reeds and shallow water:  
Try your best to avoid reeds and shallow water, however  if you do run aground, the following 
is a guide to what you should do:  
1. Always try reversi ng off ð going further forward is likely to make the situation worse  
2. Ask some of the crew to move to the area of the boat that is still floating (but always  
 bear safety in mind before taking any action ) 
3. Use the pole to push off against a solid object or the canal bed ð NB: If you use the pole       

by pushing straight  along its length. Do not use it  as a lever - it will probably snap, which 
could result in a nasty injury from the splintered wood and/or you  might  fall in!  

4. Keep pole end away from face or body in case it suddenly slips  
 
...............................................................................................................  
 

OTHER INFORMATION 
 

Rubbish/Litter:  
There are a number of clearly marked points along the canal where you can deposit your 
rubbish responsibly (often near water points) . 
 

Recycling : 
Facilities for recycling are slowly being installed along the canal.  
Currently, the Canal & River Trust provide them at the fol lowing locations:  

¶ Bradford on Avon wharf  

¶ CRT Office Devizes (by lock 44) 

¶ All Cannings bridge 127 

¶ Pewsey wharf 

¶ Wotton Rivers 
 
We have re-cycling facilities at Foxhangers Wharf.  
 
Please remember:  

¶ Do not litter waterways, take your rubbish with you  

¶ Rubbish can kill wildlife and get caught in props of other boats  
 

Waterway Key:  
¶ To provide access to water points, sanitary stations and to open some swing/lift bridges, 

there is a  Yale type key stamped BWB or CRT on a hook at the front of the cabin .  Ther e 
is also a spare of this  key on the boatõs main key ring.   

 
...............................................................................................................  
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WATERWAYS FEATURES - SWING BRIDGES 
 

Swing Bridges: 
It is possible for a swing bridge to cause serious damage to a boat and/ or cause injury if you 
do not pay attention and operate it correctly.  Please adhere to the instructions below to 
ensure you have a safe and controlled passage: 
 
1. Let crew off well before the  bridge, this makes it easier for you to line the boat up  
    correctly  
2. Using the windlass, unscrew the retaining square -headed bolt and chain  
3. Walk across to pivoting side and push bridge open slowly.  You might need to slow the  
    swing bridge down as it approaches fully open, in order  to stop it bouncing back across  
    the canal when it hits the buffer  
4. Do not let the boat pass through the bridge until it is fully opened and stationary.  
5. When boat is safely through, check for other boats approaching  
6. If there are any other boats, wait for them all to pass through completely before  
    pushing the bridge back slowly into place and then replace the square -headed bolt and  
    chain 
 
.......................................................................... .....................................  

 
It is important your crew follow this safety advice:  

¶ Do not try to take your boat through until the swing bridge is fully open and secure (they 
can stick at the wrong moment)  

¶ Watch out for slippery surfaces when you are pushing the bridge 

¶ Only use fit and able crew to operate moving bridges  

¶ Ensure safety of all concerned by keeping a clear area to allow the bridge to swing.  
 
.......................................................................................... .....................  
 

 

 

  

Bolt & chain normally here 

on towpath side of bridge 
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WATERWAYS FEATURES - LOCKS 

 
 
General rule:  boats pass between the GATES, but the water passes through PADDLES which are 
below the water  level . There are two types of paddles and they  are operated by a mechanism 
on the bank for GROUND PADDLES or on the lock gate for GATE PADDLES. Both types are turned 
by your WINDLASS. 
 

DESCENDING A LOCK: 
When you arrive, check the status of  the lock . If empty, start at ACTION 1, if full go to ACTION 
5 
 
ACTION 1 ð Check for the arrival  of boat travelling in the opposite direction as they have priority 
if the lock is set in their favour  
ACTION 2 ð Make sure all gates of the lock are closed 
ACTION 3 ð CHECK THAT THE BOTTOM GATE PADDLES ARE CLOSED 
ACTION 4 - Open the top paddles  with your windlass, which will allow water to fill the lock. 
Check the paddles on the lower gates ð even a small leak can make the lock very slow to fill  
and may even prevent the lock from filling  completely  
ACTION 5 - Open top gates when lock is full  
ACTION 6 - Steer the boat slowly into the lock  
ACTION 7 - Close the top gates behind the boat  
ACTION 8 - USING WINDLASS CLOSE THE TOP GATE PADDLES 
ACTION 9 - Then open the paddles on the bottom gates and the boat will gently descend to 
the level of the canal below  
ACTION 10 - When the lock is empty,  open the bottom  gates 
ACTION 11 - Steer the boat out of the lock  
ACTION 12 - When the boat is  completely clear of  the lock, close the gates  
ACTION 13 - CLOSE THE PADDLES ON THE BOTTOM GATES USING THE WINDLASS  
 
BEWARE OF THE CILL, WHICH IS A CONCRETE STEP THAT MAY EXTEND UPTO 4 FEET INSIDE 
THE TOP GATES, IT IS IDENTIFIED BY WHITE MARKERS ON LOCK WALLS.  KEEP THE BOAT 
WELL FORWARD OF THESE MARKERS WHILST DESCENDING.   
  
Check the paddles of the top gates - if they are not tightly closed  water will continue to pour 
into the lock preventing it from emptying.  
 
ALWAYS WATCH MOORING LINES AS THE BOAT DESCENDS ð MAKE SURE THEY ARE NOT TIED 
TOO TIGHTLY AND DO NOT SNAG 
 
 
 
 

 
 
 

 
 
 
 
  

What can happen if you get the boat 
caught on the Cill:  
 

1) damage the rudder  
2) in extreme cases, cause the boat to 

sink.  




